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MINIMALIST
DESIGN MEETS
ACOUSTIC
PERFORMANCE

Fuse provides a uniquely effective baffle
design with a low-profile aesthetic,
designed especially for spaces with low,
hard ceilings where standard baffles or

clouds aren’t an option.

Available in 30 standard colors and
prints, as well as standard and custom

dimensions.

Standard dimensions:
*  7"Hx48"Lx2.75"D
s 7"Hx72"Lx2.75"D
* 7"Hx96"Lx2.75"D

* Typical spacing 6” to 18"



PRODUCT
SPECIFICATIONS

PROFILE

Custom design and
configuration options

Acoustic panel detail
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MPS offers a range of standard colors, plus any Pantone color, and
custom color matching.
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24 SNOW 43 IVORY 07 SAND 03 MARBLE T LEMON 06 ORANGE 25 CHERRY

13 WINE 12 AVOCADO 46 GREEN APPLE 15 EVERGREEN 26 GRAPE 05 BLUE SKY 01 BLUEBERRY

39 EARTH 18 GRANITE 02 MOSS 33SLATE 04 GRAPHITE 09 ONYX

Go ahead, design in full color. SHADES & MPS

Any shade you want. ACouUSTICS

52 ASH 50 DARK WALNUT 61 FRESH 53 HONEY 62 ITALIAN 63 MAIN STREET 64 PLANCHE OAK
PLYWOOD WALNUT ELM

54 PLYWOOD 65 VISTA WALNUT 66 WEATHERED
PLYWOOD
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TECHNICAL
SPECIFICATIONS

Absorption Sustainability

Average NRC 1.4.

(subject to thickness and mounting conditions) D I i
ecidre.

Material 9mm Acoustic Panels
MPS LLC

Final Assembly: Trenton, Texas, USA

100% polyester fiber acoustic felt. Life Expectancy:50 Year(s)
End of Life Options: Salvageable/Reusable in its Entirety, Take
Back Program (Trenton, TX), Recyclable (100%)

Ingredients:
- i Polyethylene Terephthalate
Eco-Friendly
Yes! 60% recycled PET materials, 40%
new mate rial, non -tOXiC, non- allerg enic, Living Building Challenge Criteria: Compliant
I-13 Red List:
_ivrl H H W LBC Red List Free % Disclosed: 100% at 100ppm
non Irrltant’ no Coatl ngs or Sprays WhICh 1LBC Red List Approved VOC Content: Not Applicable
1Declared
degrade over time. 1110 Interior Performance: CDPH Standard Method v12-2017

I-14 Responsible Sourcing: Not Applicable

. . MPS-0001
Fire Rating EXP.010CT 2023

Original Issue Date: 2022

ASTM E84 Class A Fire Spread rating is

INTERNATIONAL LIVING FUTURE INSTITUTE™ living-future org/declare

permanently achieved by infusing 40% new

material into the panel. MPS never uses

OEKO-TEX®

CONFIDENCE I TEXTILES
STAND/. :

sprays or coatings that degrade and lose

{WELLJ)

Ta

their rating status.
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