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Welcome to the installation guide for Straight, a beautiful 

acoustic ceiling aesthetic that adds dimension to any 

space. This guide will walk you through the easy-to-

follow steps to securely mount Straight using magnets, 

twist clips, cable grippers, or zero-lift clips, ensuring 

optimal acoustic performance and seamless integration 

into your space.

Installers should rely upon their own professional 

experience and understanding of their unique 

requirements to ensure a successful install.

*NOTE: Staggered seams are 

standard for baffle installation.

Straight can be mounted using magnets, twist clips, cable grippers, or zero-

lift clips. Magnets, cable grippers, and clips are compatible with 15/16" t-grids. 

Twist clips are compatible with 9/16" and 15/16" t-grids.

STRAIGHT CEILING-MOUNTED BAFFLES
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TOOLS REQUIRED

Cutting tool

Steel straightedge

Drill

MOUNTING OPTIONS

MAGNET TWIST CLIP CABLE GRIPPER ZERO-LIFT CLIPS
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INSTALLING STRAIGHT - CONTINUOUS BAFFLE
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Dovetail connection 
for continuous runs

CONTINUOUS BAFFLE

Need Straight to span a larger space?

Connect multiple baffl  es to make it look like one, 

long, continuous baffl  e.

DOVETAIL
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INSTALLING STRAIGHT - GRIDFIT CONNECT

GridFit connect for 
t-grid installation

GRIDFIT CONNECT

Connect Straight baffl  es to t-grid with zero hardware. 

Hook to the t-grid with the GridFit notches on the 
top of each baffl  e.

GRIDFIT
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Straight is intended for “On Grid” or “T-Bar Ceiling” mounting and  

is to be installed with magnets, twist clips, or cable grippers.

See details for each mounting option below.

MOUNTING ON 15/16” T-GRID

MAGNETS

DETAIL

T-GRID

T-GRID

STRAIGHT BAFFLE

MAGNET 
WITH SCREW

MAGNET 
HARDWARE TO 
ATTACH BAFFLE 
TO 15/16”  T-GRID

Starting mount 12” on either side.
Choose any point on the baffl  e for additional 
mounting locations.

*This applies to all mounting options

12”
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DETAIL

T-GRID

TWIST CLIP
(9/16” or 15/16” 
T-GRID)

STRAIGHT BAFFLE

MOUNTING 
SCREW

HARDWARE TO 
ATTACH BAFFLE 
TO T-GRID

AVAILABLE FOR 
9/16” AND 15/16” 
T-GRIDS

TWIST CLIPS

Compatible with 9/16” and 15/16” t-grids.
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CABLE

CHUCK

CABLE GRIPPER

GRIPPER TO CHUCK

HANGER BOLT

CABLE GRIPPER

CABLE GRIPPERS

Note: Adjust cable length 
as desired to control final 
Straight baffle height.

Attach cable gripper
to chuck

SCREW

SCREW



CABLE AND 
GRIPPER
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DETAIL

CABLE GRIPPER 
HARDWARE TO 
ATTACH BAFFLE 
TO CEILING

Compatible with 15/16” t-grids.

Starting mount 12” on either side. 
Choose any point on the baffl  e for 
additional mounting locations.

*This applies to all mounting options

STRAIGHT BAFFLE

12”

Drop Ceiling Decorative Hard Ceiling Hard Ceiling

CABLE
GRIPPER

CABLE

SCREW

CABLE

SCREW

SCREW

CABLE

L-BRACKET

S-HOOK
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Straight mounted on a drywall ceiling is to 

be installed with zero lift clips.

DRYWALL CEILING MOUNTING

ZERO-LIFT CLIPS

Screw

Cap

Button

Zero-lift snap-in clip


