
RUMUR



Rumur acoustic panels are flat

wall-mounted geometric shapes that 

provide beautiful inspirational energy, 

reflecting the colors of the workspace, 

while providing significant sound 

absorbing benefits.

PICK A
PATTERN TO
DRESS UP
YOUR WALL
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2.

•	 Available in 18 unique designs and 20 

colors 

•	 2 standard layouts and sizes: 8”, 12” 

squares and 8”x16”, 12”x24” rectangles. 

•	 Custom sizes and designs available. 

Mix and match designs, sizes, and 

colors to customize your Rumor wall.



PRODUCT 
SPECIFICATIONS

Acoustic panel detail
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3.

DESIGNS

•	 Ideal for new construction 

or an easy update to 

improve the aesthetic of an 

existing office

•	 Choose from 20 available 

colors 

•	 Designs that will enhance 

your workspace

•	 Make your open office look 

good and improve the 

acoustic environment

•	 Easy to install on any 

surface, including 

unfinished walls

7S Bloom 8S Spin 9S Current

4S Hop1S  Tao

1L Tao

4L Hop

7L Bloom

2S Petal

2L Petal

5L Star

8L Spin

3S Kiss

3L Kiss

6L Stack

9L Current

6S Stack

5S Star

Square

Rectangle
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4.

Rumur comes in 20 standard colors plus 10 woodgrains and textures. 

Need something custom? Just ask.

01 BLUEBERRY

52 ASH

63 MAIN STREET 
ELM

02 MOSS

03 MARBLE

04 GRAPHITE

53 HONEY

65 VISTA 
WALNUT

05 BLUE SKY

06 ORANGE

09 ONYX

50 DARK 
WALNUT

64 PLANCHE 
OAK

11 LEMON

12 AVOCADO13 WINE

07 SAND

18 GRANITE

62 ITALIAN 
WALNUT

66 WEATHERED 
PLYWOOD

24 SNOW 25 CHERRY

26 GRAPE

33 SLATE

61 FRESH 
PLYWOOD

54 PLYWOOD

39 EARTH

43 IVORY

46 GREEN APPLE 15 EVERGREEN

SHADES by
TM

Go ahead, design in full color.
Any shade you want.



TECHNICAL 
SPECIFICATIONS

Absorption

Average NRC 0.85. 

(subject to thickness and mounting conditions)

Material

100% polyester fiber acoustic felt.

Eco-Friendly

Yes! 60% recycled PET materials, 40% 

new material, non-toxic, non-allergenic, 

non-irritant, no coatings or sprays which 

degrade over time.

Fire Rating

ASTM E84 Class A Fire Spread rating is 

permanently achieved by infusing 40% new 

material into the panel. MPS never uses 

sprays or coatings that degrade and lose 

their rating status.

MOUNTING OPTIONS
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