
ARETE



Arete brings texture and dimension to your 

space. The precise nature of each ridge 

adds contrast, revealing confidence and 

an innovative spirit, while also reducing 

unwanted noise and echo within the 

workspace. 

Available in suggested colorways or any 

combination of 30 colors and textures. 

Arete is offered in a standard 

module dimension, with custom sizes 

also available.

Standard Arete Panel:

24” x 96” x 2” 

Custom sizes also available

A RIDGED TAKE 
ON ACOUSTICS
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2.



ELEVATION

SINGLE PANEL INSTALLATION

PRODUCT  SPECIFICATIONS
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Custom design and 
configuration options available

Acoustic panel detail

Mounting 
Locations

MULTIPLE LENGTHS

MULTIPLE DEPTHS

MULTIPLE SPACING

MULTIPLE WIDTHS

MULTIPLE SHAPES

PROFILE OPTIONS
Variety is the spice of life. Customize your Arete

design with a wide range of profile sizes and shapes.

PROFILES
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Arete comes in 20 standard colors plus 10 woodgrains and textures. 

Need something custom? Just ask.

01 BLUEBERRY

52 ASH

63 MAIN STREET 
ELM

02 MOSS

03 MARBLE

04 GRAPHITE

53 HONEY

65 VISTA 
WALNUT

05 BLUE SKY

06 ORANGE

09 ONYX

50 DARK 
WALNUT

64 PLANCHE 
OAK

11 LEMON

12 AVOCADO13 WINE

07 SAND

18 GRANITE

62 ITALIAN 
WALNUT

66 WEATHERED 
PLYWOOD

24 SNOW 25 CHERRY

26 GRAPE

33 SLATE

61 FRESH 
PLYWOOD

54 PLYWOOD

39 EARTH

43 IVORY

46 GREEN APPLE 15 EVERGREEN

SHADES by
TM

Go ahead, design in full color.
Any shade you want.



TECHNICAL 
SPECIFICATIONS

Sound Absorption

Each Arete includes a backer panel 

with patent-pending acoustic enhancer 

technology for increased performance.

Material

100% polyester fiber acoustic felt.
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Eco-Friendly

Yes! 60% recycled PET materials, 40% new material, 

non-toxic, non-allergenic, non-irritant, no coatings 

or sprays which degrade over time.

Fire Rating

ASTM E84 Class A Fire Spread rating is permanently 

achieved by infusing 40% new material into the 

panel. MPS never uses sprays or coatings that 

degrade and lose their rating status.


