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The Straight acoustic baffle has been 

designed to complement any space with 

a clean design style and visual appeal. 

Each baffle is precision cut and formed 

to exacting specifications. MPS designers 

work with each client to tailor solutions 

that improve acoustics and reduce 

unwanted noise. 

Available in 20 colors and six standard 

dimensions:

MINIMAL 
DESIGN MEETS 
ACOUSTIC 
PERFORMANCE

•	 8”H x 48”L

•	 8”H x 72”L

•	 8”H x 96”L 

•	 Typical spacing 6” to 18”

•	 12”H x 48”L

•	 12”H x 72”L

•	 12”H x 96”L

mpsacoustics.com |  866-557-8438
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ELEVATION
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PROFILE

U-Channel/Magnet Lock Mount

INSTALLATION

MOUNTING OPTIONS

PRODUCT SPECIFICATIONS
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Typical 
spacing 

ranges from 
6” - 18”

Mounting
Locations

Custom design and
configuration options

Acoustic panel detail

mpsacoustics.com |  866-557-8438

MAGNET LOCK
MOUNT

UNISTRUT

T-GRID

MAGNET LOCK

OPTIONAL
SEISMIC
ANCHOR

OR

U-CHANNEL
MOUNT AIRCRAFT CABLE

"DOG WHISTLE"

U-CHANNEL

CABLE GRIPPER
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Straight comes in 20 standard colors plus 10 woodgrains and textures. 

Need something custom? Just ask.

01 BLUEBERRY

02 MOSS

03 MARBLE

04 GRAPHITE

05 BLUE SKY

06 ORANGE

09 ONYX

11 LEMON

12 AVOCADO13 WINE

07 SAND

18 GRANITE

24 SNOW

25 CHERRY

26 GRAPE

33 SLATE

39 EARTH

43 IVORY

46 GREEN APPLE

15 EVERGREEN

SHADES by
TM

Go ahead, design in full color.
Any shade you want.
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1900 Firman Dr. Suite 800, Richardson, TX 75081  |  Designed and made in Texas

TECHNICAL 
SPECIFICATIONS

Absorption

Average NRC 0.85. 

(subject to thickness and mounting conditions)

Material

100% polyester fiber acoustic felt.

Eco-Friendly

Yes! 60% recycled PET materials, 40% 

new material, non-toxic, non-allergenic, 

non-irritant, no coatings or sprays which 

degrade over time.

Fire Rating

ASTM E84 Class A Fire Spread rating is 

permanently achieved by infusing 40% new 

material into the panel. MPS never uses 

sprays or coatings that degrade and lose 

their rating status.

Sustainability


