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Arete brings texture and dimension 

to your space. The precise nature of 

each ridge adds contrast, revealing 

confi dence and an innovative spirit, 

while also reducing unwanted noise 

and echo within the workspace.

Standard. Woodgrains. Customs. 

What's your color? (See page 7)

Spec your own slat size and orientation.

Add end caps and/or ledge pieces. (See page 5)

Even more color options with 

SHADES by MPS. (See page 7)

Tell us about your space, the design, 

and dimensions.

THE
ENVIRONMENT

What slat size and shape does your design call 

for? Arete is off ered in four unique fi nishes.

HOW TO SPECIFY
SPECS SLAT OPTIONS

MAKE IT YOUR OWN!
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Signature Series

Studio Collaboration

The Color Lab
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PRODUCT SPECIFICATIONS

Single Panel: 23"W x 119"H

Felt Thickness: 2"

Gap Width: 7/8"

8 slats per single panel

*Customize width using 23" standard panels

119”

23”
(Single Panel)
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Arete comes in four standard slat sizes and shapes.

DEEPSTANDARD LARGE EPIC

PRODUCT SPECIFICATIONS

SLAT OPTIONS
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2”
2.875”

2.75”

2.75” 2” 2.875”

2”

2.25”
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PRODUCT SPECIFICATIONS
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Screws concealed by slats. End Caps: Finished mitered end caps to 

conceal stand-offs.

Ledge Pieces: Mitered back panel folded return 

edge to conceal stand-offs.

CONNECTION

ACOUSTIC ENHANCERS END CAPS LEDGE PIECES

ADDITIONAL OPTIONS

Ledge piece

FRONT BACK

Ledge piece
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TECHNICAL SPECIFICATIONS
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Absorption

Standard: .85 NRC

(subject to mounting conditions)

Fire Rating

ASTM E84 Class A

Warranty

Two (2) Years

VOC

ASTM D5116 Compliant

Material

100% PET acoustic felt

Maintenance

Vacuum clean to remove dust

and debris

Sustainability
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WALNUTTEAK ROSEASH
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COLORS & WOODGRAINS

MPS off ers a range of standard ombrés, colors, woodgrains,

and custom colors with SHADES.

WOODGRAINS

STANDARD OMBRÉS

STANDARD COLORS

SUNNY 
AMARILLA

GOLDEN 
TWIST

SUMMER 
CARNIVAL

ROBUST 
PEACH

ROSY BAY CHEERY 
PETAL

HEARTTHROB

FOREST 
HAZE

AUTUMNSPLASHY 
CALIPSO

STUDIO

LEMON LIME

DUSK

RAINDROP

RUST

PURPLE ASH OCEAN 
SUNSET

PLYWOOD

MAIN 
STREET ELM

AGED ASH

WEATHERED 
TEAK

WARM ASH

HONEYITALIAN 
WALNUT

VISTA 
WALNUT

DARK 
WALNUT

PLANCHE 
OAK

Your design world revolves around color, so don't be limited by standard colors 

and outdated palettes. We’ve distilled years of testing into a three-tier system 

that protects print quality and design intent.

*Some limitations apply. Consult your MPS acoustics expert to discuss your project.

Signature Series

RECOMMENDED GUIDED CUSTOM BESPOKE

Studio Collaboration The Color Lab

Proven color.
Perfect results.

Your color, guided by 
our expertise.

When your color needs 
to be one-of-a-kind.

WHITE OAK

SMOKED 
WALNUT

GRANITE

VIOLET

SAGE

BLUSH MINT

AVOCADOLAGOON

WINE

GROVE

EARTH

FROST

COFFEE

GARNET

EVERGREEN

SLATE

WISTERIA

STONE

OLIVE

BISCUIT

CLAY

MIDNIGHT ONYX

CREAM

CHOCOLATE

OCEAN BLUEBERRY

PLUM

KHAKI

CURRANT

DENIM

THYME

GRAPHITE

MARBLE

CHERRY

SAND

CARAMEL

SNOW

BRASS

IVORY

CANOPY
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ADDITIONAL CURATED COLORS

RIVER 
GRAPHITE

BURGUNDY 
WINE

DEEP GRANITE STILL 
EVERGREEN

PARADISE 
AVOCADO

PEPPERCORN 
GRANITE

GARDEN WINE ALEXANDRITE 
EVERGREEN

PINES IVORY

LINEN AVOCADO TAUPE SAND

PEACH IVORY

BEIGE EARTH

GLEEFUL 
AVOCADO

ROSE WINE

TURTLE 
AVOCADO

CLOUD SAGE

LILY PAD

STORM DENIM

ARTICHOKE 
MARBLE

FIREWEED 
KHAKI

ROSEMARY 
SAGE

HAZE GRAPHITE

COBBLE 
BISCUIT

MYTHICAL SAGE ACIER SLATE

DELFT DENIM

REDBUD OCEAN

ROJO SAND

CACTUS

JADE DENIMSILDEN CREAM SKY MARBLE

DRIZZLE

ROSE IVORY

UNDERSEA 
GRANITE

COCOA CREAM

PRESSED SAGE

STUDIO SAND AMBER COFFEE FRENCH 
MARBLE

ROGUE CREAM

SLATE IVORY

BRANDYWINE 
KHAKI

HUNTER OCEAN

SANGRIA

GOLD SAND

GROVE IVORYBLUE MARBLE

BASIL

GRAND CANAL 
KHAKI

SAND BISCUIT

ASSURED 
MARBLE

MPS off ers a range of over 50 curated colors.



Screws

MOUNTING OPTIONS
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TOOLS REQUIRED DRY FIT

Before screwing in backer, dry fit the first 

panel to the wall.Cutting tool

Steel straightedge

Drill

Note: to avoid 

irregularity, we 

recommend applying to 

the top of a baseboard.
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BACKER PANELS

*We strategically 

overlap slats 

between backer 

panels to hide 

seams for a 

continuous look.

MOUNTING OPTIONS
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MOUNT WITH SCREWS

Screw the backer panel and enhancers to the wall, then 
attach the Arete slats.

SLAT

SLOT

*Ensure slot arrows
are pointing up 
before installation.

TAB

BACKER
PANEL
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